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In order ‘to determihe the lead susceptibility of séveral fuels,
leaded and unleaded fuels from the same stock were blended and tegted
in & full-scale alr-cooled aircraft-engine cylinder.

The fuels used were S-4 reference fuel, virgin-base stock,
aviation alkylate, neohexane, and blends of 25-percent benzene with
75-percent v1rgin-base stock and 25-percent toluene with 75-percent
virgin-base stock,

Knock-limited performance data were obtained for each fuel,
clear and with 6 ml TEL per gallon, for a range of fuel-ailr ratios
from 0,05 or 0.08 to 0.115. Similar data were also obtained for
S-4 reference fuel with 2.5 ml TEL per gallon 1ln order to test more
thoroughly lead response of a fuel between O and 2.5 ml TEL per
gallon, Blends of the clear with the leaded fuels for intermediate
concentrations of tetraethyl lead were then tested at fuel-air ratios
of approximately 0,067 or 0.07 and 0.10 according to the procedure
described in reference’ 1. Because the test equipment would not permit
a-low alr flow 1t was necessary to test the virgin-base stock and the
aromatic blends with intermediate concentrations of tetraethyl lead
at a fuel -air ratlo of 0,07 instead of 0.067.

Tests were conducted with an R-2800 cylinder mounted on a CUE
crankcase, - The apparatus 1s described in detail in referehnce 1,
Two important alterations were made to the apparatus as described
 in the reference for the investigation reported herein. A thermo-
couple- was embedded about one-sixteenth inch from the combustion-
chamber wall at the exhaust end zone and this thermocouple rather
than the rear spark-plug-boss thermocouple was used as a constant-
temperature reference. The second alteration vas the - 1nstallation
of an altitude exhaust system.
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The engine operating conditions were as follows:

Compresgion ratlo + v v ¢ ¢« 4 o o ¢ o o o o ¢ o s s s o o« s s o 1.5
Spark aedvance, deg B.T.Cu ¢« v ¢ ¢ 4 ¢ ¢ ¢ o ¢ o o o o s o o & o 20
Engine B8peed, TPM o « ¢ + 4 « o o e s o = s s o s s+ s o« 2000
Condition of fuel-air mixture . . . . . . .. . . . .« Drevaporized
Inlet-mixture temperature, F « . « v « v v & ¢ « o o s o+ . . 240
Exhaust back pressure, inches of mercury absolute . . . . . 15*0.2
Cylinder-head temperature at exhaust end zone, 9%F . , . . . . . 350
Cooling-air temperature, °F . « + « ¢« « + v « « + » + » « 80 to 100

The temperature of the rear spark-plug bushing wes approxi-
mately 400° F,

The exhaust pressure of 15 inches of mercury was chosen because
data from this laboratory show that knock-limited power at lean
fuel-alir ratios is critically affected when the manifold pressure is
within +10 or ~5 inches of mercury of the exhaust pressure.

A comparison of unpublished data from this laboratory between
cruising flight conditions and the engine operating conditiones stated
indicates that the test conditions were more severe than cruising,

The knock=-limlted indiceated mean effective pressures and the
-indicated specific fuel consumptions for the mixture-response curves
of S-4 reference fuel, clear and with 2.5 and 6 mli TEL per gallon,
-for a range of fuel-alr ratios from spproximately 0.C50 to 0,115 are
gshown in figure 1. Corresponding data are also shown for intermediate
blends of S-4 with S-4 plus 2.5 and 6 ml TEL per gallon at fuel-air
ratios of approximately 0.067 and 0.10. Similar date for the other
paraffins (virgin base, alkylate, and nechexane) and the aromatic
blends (25 percent benzens and toluene with virgin base) are shown in
- Tigures 2 to 6, respectively. A mixture-response curve was run with

2.5 ml TEL per gallon only for S~-4 reference fuel.

Cross plots for each fusl tested of the knock-limited indicated
‘mean effective pressures plotted against concentrations of tetraethyl
lead at constant fuel-alr ratios of 0.067 or 0,07 and 0.10 are pre-
sented in figure 7. The points used in plotting the curves of fig-
ure 7 were taken from figures 1 to 6 at the intersection of the 0.067
or 0.07 and the 0.10 fuel-air-ratio ordinate and the estimated faired
mixture-response curves through the data points.

The lead response of the paraffinic fuels and aromatic blends
for different tetraethyl-lead concentrations at a lean fuel-air ratio
(0.067 or 0.07) and at a rich fuel-air ratio (0.10) is given in
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table I.. The results are given in terms of the knock-limited indi-
cated mean effectlive pressure and in percentage increase in this
quantity. - ;

The tabulated values show that the percentage increase in knock-
limited  indicated mean effective pressure varies for the different
paraffins tested., This result is true for all additions of tetra-
ethyl lead and for both the lean and rich fuel-alr ratios. At a
fuel-air ratio of 0.10, however, the results for S-4 reference fuel
showed fairly good agreement with those for virgin base and the
results for aviation alkylate showed. similar agreement with those
for neohexane.

The two aromatic blends tested gave about the same percentage
increase in knock-limited indicated mean effective pressure for any
one addition of tetraethyl lead. This result is valid for both lean
and rich fuel-alr ratios. The aromatic blends were generally more
responsive to tetraethyl-lead additions than were the paraffins, the
only exception belng at lean mixtures where nechexane gave a greater
percentage increase in knock-limited power for all tetraethyl-lead
concentrations than any of the other fuels tested.

Table I glves further evidence that tetraethyl lead is a more
effective antiknock agent at lean mixtures than at rich mixtures, a
characteristic which was considered in reference 2.

With S-4 reference fuel, a region of slight appreclation in
performance was observed between 1 and 1.5 ml TEL per gallon as
shown in figure 7. At higher lead concentrations, a greater response
wasg observed although the incremental increase was smaller for the
higher tetraethyl-lead concentrations. The other fuels were not
thoroughly investigaeted in the range where this break occurred;
consequently thess fuels may or may not exhibit this peculiarity.

Tests of fuels containing from O to 6 ml TEL per gallon at
fuel-air ratios from approximately 0.05 to 0,115 made in & full-
scale air-cooled aircraft-engine cylinder show that:

1. For tetraethyl-lead concentrations in excess of 3 milliliters
per gallon, the aromatic blends showed a greater percentage increase
in knock-limited power than the paraffins with the exception of neo-
hexane, which gave the greatest percentage increase of all the fuels
tested at lean mixtures.

2. For any particular tetraethyl-lead addition, the percentage
increase in knock-limited indicated mean effective pressure compared
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to the clear fuel was. about the same for tho aromatic blends tested.

The percentage increase in knock-limited mean effective pressure

resulting from lead additions varied for the four paraffinic fuels
tegted.

‘3, A given lesad concentration in any fuel tested permitted a
greator percentagc increass in knock-limited indicated mean effective
pregeure at lean mlxtures than at rich mixtures.

Aircraft Engine Research Laboratory,
National Advisory Committee for Asronautics,
Cleveland, Ohlo.
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IN A FULL-SCALE AIR-COOLED AIRCRAFT-ENGINE CYLINDER

For fuel-air ratios of 0.067 or 0.07 and 0.10, the
first row of values is permissible imep;
ond row of values is percentage increase in imep}

the sec~

TABLE I - LEAD RESPONSES OF SIX FUELS FOR SEVEN DIFFERENT ADDITIONS OF TETRAETHYL LEAD

Fuel-
Fuel air Concentration of tetraethyl lead (ml/gal)
ratio
0 0.5 1l 2 3 S 6
0.,067107 135 155 163 173 181 189 195
0 26.5 45 52,5 61.5 69 77 82
S-4 referencej 1o 152 185 101 206 224 234 241 246
0 21,5 25.5 35.5 47.5 54 58,5 62
0,07 66 76 82 90 o7 104 110 116
Virgin-base 0 15 24 3645 47 5745 €6.5 76
stock 10 96 110 118 130 138 145 150 155
0 14,5 23 3545 44 51 56 61.5
0,067 83 103 110 125 141 148,85 153 156
Aviation 0 24 3245 50.5 70 79 84 88
alkylate «10 120 148 159 172 185 194 202 209
0 23 32.5 43,5 . 54 61.5 68 74
0,067 97 130 155 170 183 197 211 220
] 34 €60 75 88.5 103 117.5 127
Nechexane .10 138 156 173 199 214 226 235 241
0 13 2545 44 55 64 70 74,5
25% benzene |0.07 | 59 78 86 95 103 108,.5 113 117
+75% vire 0 32 46 61 74.5 84 9l1.5 98
gin base «10 o1l 109 116 126 141 151 159 165
0 20 27.5 38.5 55 66 75 8l
254 toluene 0.07 57 70.5 8l 94 100 104.5 108 110
+75% vire 0 23.5 42 65 75.5 83.5 89.5 93
gin base «10 80 106+ 115 128 141 155 163 166.5
0 18 28 42 56.5 72 8l 85
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Figure 1. - The knoek-1imited performance of blends of S-4 reference fuel clear and
with 2.5 and 6 ml _TEL per gallon. Full-scale alr-cooled aircraft-engine cylinder;
spark advance, 20° B,T.C,; compression ratio, 7.5; engine speed, 2000 rpm; 1n1eg—
mixture temperature, 2409 F; cylinder-head temperature at exhaust end zone, 350 F;
exhaust back pressure, 15 inches of mercury absolute. -
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Figure 2. - The knock-limited performance of blends of virgin-base stock clear and

with 6 ml TEL per- gallon.

Full-seale air-cooled alreraft-engine ecylinder; spark

advance, 20° B.T.C.; compression ratio, 7.5; engine speed, 2000 rpm; inlet-mixture
temperature, 240° F; cylinder-head temperature at exhaust end zone, 3500 F;
exhaust back pressure, 15 inches of mercury absolute.
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Fi e 3. = The knock-limited performance of blends of alkylate clear and with 6 ml
ggg Ber 1lon, Full-scale air-cooled aireraft-engine cylinder;:spark advance,
20 .T.C.; compression ratio, 7.5; englne speed, 2000 rpm; inlet-mixture temper-
ature, 2800 F; cylinder-head temperature at exhaust end zone, 350° F; exhaust
back pressure, 15 inches of mercury absolute,
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Figure 4, - The knock-limited performance of blends of neohexane clear and with 6 ml
Full-scale air-cooled ailrecraft-englne cylinder; spark advance,
.20 B.T.C.; compression ratlo, 7.5; engine speed, 2000 rpm
2400 F; cylinder-head temperature at exhaust end zone, 350
sure, 15 inches of mercury absolute,

TE% per gallon.

& inlet-mixture temperature,
F; exhaust back pres-
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Figure 5. = The knock-limited performance of blends of 25-percent benzene plus 75~-per-

cent virgin-base stock clear and with
alrcraft-englne eylinder; spark advance, 20
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ger gallon. Full-scale
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Figure 6, - The knock-limited performance of blends of 25-percent toluene plus 75-per-
cent virgin-base stock clear and with 6 ml TEL per gallon. Full-scale air-cooled
alrcraft-engine cylinder; spark advance, }O° B.T.C.; compression ratio, 7.5; engine
speed, 2000 rpm; inlet-mixture temperature, 2400 F:; cylinder-head temperature at
exhaust end zone, 3500 F; exhaust back pressure, 15 inches of mercury absolute.



Knoeck-1limited imep, 1b/sq in.

NACA RB No. E6AQ7 Fig.
zao NAT'ONAL ADV‘SORY LA R SIS LAARE RRARIJ LERAL LARAIL RARAAI LA RS L] Ty LR A LILJ
COMMITTEE FOR AERONAUTICS : h
E : §
2lo
- 1 ]
= -y
L ? . 3
E ]
200 .
160 -
b p
: — ]
o S-4 reference fuel b
120 Fuel-air ratio 3
YV 0.10 :
AL 067
r Virgin base p
80 : = Fuel-air ratio :
o ” \4 0.10 3
o 4 a - ,070 ]
ko ]
o oo ]
a p
C y / ]
E 500 ]
F 3
S Py / ]
F 4 3
F 160 4// 1
o Neohexane ]
d 1/ Fuel-air ratio
v Alkylate j v 0%27 3
A . ]
b Fuel-air ratio -
I 4 v 0.10 E
¥'s A 067 ]
200 | .
80 3
: y 3
1601 3
3 E
- 4
: 1
120 F 1
. . 3
{ ]
9 -
Ty .
4 + +
25% benzene + 75% virgln base 5% toluene + 75% virgin base]
/
Fuel-air ratio - Fuel-air ratilo 1
v 0,10 v 0,10 ]
160— Miiladd llelllAlllll:lZQILAlllldlllll el aadatadtrgl .........m',gzq“..........'
o 3

TEL, ml/gal
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